CONSTRUCTION JOINT\

Y

TOOLED JOINTS AS SHOWN

BROOM FINISH, TYP.

LIGHT
MUST EXTEND TO 1/4 SLAB DEPTH / MEDIUM BROOM FINISH, TYP.
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COLD JOINT REQUIRED AROUND
ALL CENTER "SQUARES”
NO JOINT MATERIAL

PEDESTRIAN SPINE LAYOUT DETAILS

'

12 FOOT WIDE — NOT A FIRE LANE
TOOLED JOINTS AS SHOWN

MUST EXTEND TO 1/4 SLAB DEPTH

LIGHT BROOM FINISH, TYP.
_— T MEDIUM BROOM FINISH, TYP.
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2’ 12°

COLD JOINT REQUIRED AROUND
ALL CENTER "SQUARES”
NO JOINT MATERIAL

Y

PEDESTRIAN SPINE LAYOUT DETAILS

1/2 " R MAX.

Rigom,

PATTERN LAYOUT ON CURVED PORTIONS o
WITH CENTERLINE RADIUS GREATER THAN
50°; THE LONGITUDINAL DIMENSIONS SHALL
BE APPLIED AT THE SPINE CENTERLINE ——
ALONG A 14’ CHORD ON THE CENTERLINE
ARC, AND JOINTS SHALL BE PARALLEL AND
PERPENDICULAR TO THE CHORD UNLESS
NOTED OTHERWISE.

90"

14’
PATTERN LAYOUT ON CURVED PORTIONS
WITH CENTERLINE RADIUS LESS THAN
50’; THE LONGITUDINAL DIMENSIONS SHALL
BE APPLIED AT THE SPINE CENTERLINE, 12’

PERPENDICULAR JOINTS SHALL BE SET
RADIAL TO THE CURVE CENTER POINT
UNLESS NOTED OTHERWISE.

URETHANE ELASTOMERIC JOINT SEALANT

1/2°

COLOR TO MATCH PAVING

PLASTIC FOAM JOINT FILLER. HOLD 1/2" MIN—1" MAX
FROM TOP OF FINISHED SURFACE. MUST BE COMPATIBLE WITH SEALANT
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@ EXPANSION JOINT

3/8"

- —— COMPACTED SUBGRADE

TOOLED JOINT W/EDGES AT 1/2"R MAX

|—

APPLY BONDING AGENT ON EXISTING SURFACE
NOTE: PROVIDE CONSTRUCTION JOINT BETWEEN

Ly SEPARATE POURS, OR AS SHOWN ON THE PLANS
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Q CONSTRUCTION JOINT

3/8"
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@ CONTRACTION JOINT

CONCRETE JOINT DETAILS

- —— COMPACTED SUBGRADE

CONTRACTION JOINT-EDGES TOOLED TO 1/2"R MAX

C—— COMPACTED SUBGRADE

T=DEPTH OF CONCRETE, SEE SPEC

\2/ 20 FOOT WIDE — FIRE LANE NTS
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